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Technical
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Geared Motors
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Total compliance with the ATEX Directive safeguarding the use of 
industrial equipment in potentially explosive atmospheres is 
assured for users of our geared products.

equipment group/category.

suppliers of electrical and non-electrical equipment for use in 

2 or 3 for surface industries in designated hazardous location 

22 for dusts.

ATEX
Compliance Assured
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Series F

Series F shaft mounted geared motors offer ratios 

as a shaft mounted unit incorporating an integral 

The Range Includes

Ten sizes of units 

 IEC motor

Design Features Include

Patented standard motor connection 

reducer

shaft mount

*

*

*

*

*

Motorised quadruple shaft mount

Reducer quadruple shaft mount

GENERAL DESCRIPTION
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Motor Codes

F

F02 - F10

12 -

18 -

11 -

19 -

20 -

Backstop etc 

Mounting Position

Geared Motor Powers

Motor Power Required

For reducer and non standard 

No of Motor Poles

    -    No motor
                  

2 Pole 3000 rpm E 3600 rpm F

   S Dual speed or special motor

Standard Single Extension     C
 

UNIT DESIGNATIONS

5 - Revision Version   

2  For Sizes 02 to 08

  1 For Sizes 09 to 12

Standard Unit with Torque Bush  T

STD Unit with Output Flange  F

  Size of Unit

 0  2    Through 1 2

4 - No of Reductions

  2    Through 4 

1 - Series F

 Range F

 Nominal Overall Ratio

9 - Unit Version

M - Motorised with IE2 standard motor

R  -  Reducer unit

S - Reducer unit with fan kit

10  - 
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Mechanical ratings and service factors Fm and Fs

Table 1. Mechanical Service Factor (Fm)

Prime mover
Duration of
service- hrs Uniform Moderate

mass acceleration 
factor <

mass acceleration 
factor < 3

mass acceleration 
factor < 10

  all external moments of inertia *

  moment of inertia of driving motor

Start / Stops Up to
1 5 10 40 60

Table 2. Number of Starts Factor (Fs)

> 200

*  calculated with reference to 
the motor speed

EXPLANATION & USE OF
RATINGS & SERVICE FACTORS
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presses M
pulp machine reel M
stock chest M
suction roll M
washers and thickeners M
winders M

Printing presses 

Pullers 

Pumps
centrifugal U
proportioning M
reciprocating
 single acting; 3 or 

 single acting; 1 or 2

Rubber and plastics 
industries

sheeter M

openers 

warming mills M

Sand muller M

Sewage disposal
equipment 

chemical feeders U
collectors U
dewatering screws M

slow or rapid mixers M
thickeners M

Screens
air washing  U

 travelling water intake  U

Slab pushers M

Steering gear 

Stokers U

Sugar industry
cane knives M
crushers  M
mills M

Textile industry

calenders M
cards M

knitting machines 
looms M
mangles M
nappers M
pads M
range drives 
slashers M
soapers M
spinners M
tenter frames M
washers M
winders M

Windlass

Cranes
main hoists 

Crusher 

Dredges 

manoeuvring winches M
pumps M

stackers M

Dry dock cranes 
main hoist 

Elevators

centrifugal discharge U
escalators U
freight M

man lifts 
passenger 

Fans 
centrifugal U
cooling towers 
 induced draft 
 forced draft 
induced draft M

Feeders
apron M

disc U

screw M

Food industry 

cereal cooker U
dough mixer M
meat grinders M

Generators-not 
welding U

Hammer mills

Hoists 

 skip hoist M

Laundry washers
reversing  M

Laundry tumblers M

Line shafts
driving processing 
equipment M
light U
other line shafts U

Lumber industry

mechanical M

edger feed M
gang feed M
green chain M

Agitators
pure liquids U
liquids and solids M

Blowers
centrifugal U

vane U

Brewing and distilling

scale hopper-frequent 
starts M

 M

Cane knifes M

Car dumpers

Car pullers M

 U

 M

Clay working 
machinery 

pug mill M

Compressors 
centrifugal U

reciprocating 

Conveyors-uniformly 
loaded or fed
apron U

chain U

oven U
screw U

Conveyors-heavy 
duty not uniformly 
fed
apron M

chain M

live roll
oven M

screw M

type of
loadDriven Machine

planer feed chains M

planer tilting hoist M

small waste 

small waste 

tipple hoist drive M

transfer rolls M

trimmer feed M

Machine tools 

driven

other machine tools
 main drives M

Metal mills

and main drive M

slitters M

non-reversing 
 group drives M

reversing 
wire drawing and 

wire winding machine  M

Mill-rotary type
ball

rod 

Mixers 
concrete mixers
 -continuous M
concrete mixers
 -intermittent M

Oil industry
chillers M
oil well pumping 

Paper mills

calenders M

couch M

felt stretcher M

jordans M

Driven Machine Driven Machine Driven Machinetype of
load

type of
load

type of
load

Table 3

U = Uniform load

M = Moderate shock load

H = Heavy shock load

 = Refer to Application 
  Engineering

LOAD CLASSIFICATION
BY APPLICATIONS
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EXAMPLE  

oC

1   

Duration of
service-

Moderate

or 

Prime mover

-

Conveyors-uniformly
loaded or fed

apron U

chain U

Uniform2 DETERMINE REQUIRED OUTPUT TORQUE  

  63
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SELECTION PROCEDURE
FOR MOTORISED UNITS
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OUTPUT BORE OPTIONS, COLUMN 11 ENTRY Column 11 Entry

                    

Inch Taper Release †  †     

m1

T

D

U

Setscrew - V3

m2
m3

Ø

Output Shaft Bore

BORE
COL 11   DIMENSIONS

Ø D m1 m2 m3 T U v3

F02
Standard 105 89 8 M10x50

Inch

F03
Standard 122 105 8 M10x50

Inch

F04
Standard 132 122 10 M12x55

Inch

F05
Standard 179 174 142 12 M16x70

Inch

F06
Standard 205 174 156 12 M16x70

Inch

F07
Standard 198 183 54 14 M16x70

Inch

F08
Standard 270 230 210 18 M20x80

Inch

F09
Standard 330 270 - 75 20 M20x80

Inch -

F10
Standard 370 313 - 22 M20x80

Inch -

F11
Standard 350 - - 25 -

Inch - - - - - - - -

F12
Standard 410 - - 28 -

Inch - - - - - - - -

OUTPUT OPTIONS
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OUTPUT SHAFT OPTIONS COLUMN 11 ENTRY Column 11 Entry

Standard Single Extension  C 

Inch Single Extension  N  

BORE
COL 11   DIMENSIONS

Ø D L L11 L12 t u w

F02
Standard C - - - - - - -

Inch N - - - - - - -

F03
Standard C 47 3 40 28 8 M10x22

Inch N *

F04
Standard C 56 3 50 33 8 M12x28

Inch N *

F05
Standard C 66 3 60 38 10 M16x36

Inch N *

F06
Standard C 76 3 70 43 12 M16x36

Inch N *

F07
Standard C 95 3 80 14 M16x36

Inch N *

F08
Standard C 114 3 100 64 18 M20x42

Inch N *

F09
Standard C 135 3 110 20 M20x42

Inch N *

F10
Standard C 172 5 140 95 25 M20x42

Inch N *

F11
Standard C 170 14 141 95 25 M20x42

Inch - - - - - - - -

F12
Standard C 210 25 160 116 28 M24x55

Inch - - - - - - - -

L

L11 L12 t

d

u

ø

OUTPUT OPTIONS
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DOUBLE  REDUCTION  UNITS
IEC Flanges B14 Column 12 entry for units type G (Column 10)

IEC Flanges B5 Column 12 entry for units type G (Column 10)

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0222
F0322   
F0422 F0522 F0622 F0722

71 - - - - - - -

80 *B *K B K - G - G - G

90 *D *R D R J J - J

100 *E *S E S B L B L B L

112 *E *S E S B L B L B L

132 - - - - - - - - D N

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0222
F0322   
F0422 F0522 F0622 F0722 F0822 F0921 F1021

R
AT

IO
 

C
O

VE
R

A
G

E

56C

C
O

LU
M

N
 1

2 
EN

TR
Y

*T *U T U - Q - Q - Q - M - - - -

143/145TC *U U - R - R - R - N - - - -

182/184TC - - S T S T S T J P - S - P

213/215TC - - - - U - U - U V K Q - T - Q

254/256TC - - - - - - - - - L U P U L R

284/286TC - - - - - - - - - - - - Q V M S

324/326TC - - - - - - - - - - - - R N T

NEMA Flanges C face Column 12 entry for units type G (Column 10)

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0222
F0322   
F0422 F0522 F0622 F0722 F0822 F0921 F1021 F1121 F1221

R
AT

IO
 

C
O

VE
R

A
G

E

63

C
O

LU
M

N
 1

2 
EN

TR
Y

*F *F - F - V - V - - - - - - - - - -

71 *G *G - G - D - D - - - - - - - - - -

80 *J *J F F - F - D - E - - - -

90 *C *Q *C *Q - - E - F - - - -

100 - - - - K K K F - G - E - -

112 - - - - K K K F - G - E - -

132 - - - - N P N P C M B G - - F - -

160 - - - - - - - - E - C J G B

180 - - - - - - - - - - - - B K B C B

200 - - - - - - - - - - - - C - C - D C

225 - - - - - - - - - - - - D - D - E D

250 - - - - - - - - - - - - - - - - F E

280 - - - - - - - - - - - - - - - - - F 

Limited Availability / Non Preferred

Motor codes marked with * are not 
suitable for use with Kibo Bushing

MOTOR ADAPTERS
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TRIPLE  REDUCTION  UNITS

NEMA Flanges C face Column 12 entry for units type A (Column 10)

IEC Flanges B14 Column 12 entry for units type G (Column 10)

IEC Flanges B5 Column 12 entry for units type G (Column 10)

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0232
F0332   
F0432 F0532 F0632 F0732 F0832

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

71 - -

80 *K K K K G G

90 *R R R R J J

100 - - - - - L

112 - - - - - L

132 - - - - - N

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0232
F0332   
F0432 F0532 F0632 F0732 F0832 F0931 F1031

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

56C *U U U U Q Q -

143/145TC R R -

182/184TC - - - - T T S

213/215TC - - - - - V - T

254/256TC - - - - - - - U

284/286TC - - - - - - - V

324/326TC - - - - - - -

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0232
F0332   
F0432 F0532 F0632 F0732 F0832 F0931 F1031 F1131 F1231

R
AT

IO
 

C
O

VE
R

A
G

E

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

10
0 

- 3
60

45
 - 

31
5

45
 - 

31
5

63

C
O

LU
M

N
 1

2 
EN

TR
Y

*F F F F - - - - - -

71 *G G G G - - - - - -

80 *J J J J F F - E - -

90 Q Q Q Q M F - -

100 - - - - K K N G -

112 - - - - K K N G B -

132 - - - - - M - C

160 - - - - - - - J D B

180 - - - - - - - K E C

200 - - - - - - - - - D

225 - - - - - - - - - E

Limited Availability / Non Preferred

Motor codes marked with * are not 
suitable for use with Kibo Bushing

MOTOR ADAPTERS
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QUADRUPLE  REDUCTION  UNITS

NEMA Flanges C face Column 12 entry for units type A (Column 10)

IEC Flanges B14 Column 12 entry for units type G (Column 10)

IEC Flanges B5 Column 12 entry for units type G (Column 10)

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0342 
F0442 F0542 F0642 F0742 F0842 F0941 F1041

40
0 

- 5
0C

32
0 

- 4
0C

40
0 

- 5
0C

40
0 

- 5
6C

40
0 

- 5
6C

40
0 

- 5
6C

40
0 

- 5
6C

71 - - -

80 K K K K G G G

90 R R R R J J J

100 - - - - L L L

112 - - - - L L L

132 - - - - - - N

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0342 
F0442 F0542 F0642 F0742 F0842 F0941 F1041

40
0 

- 5
0C

32
0 

- 4
0C

40
0 

- 5
0C

40
0 

- 5
6C

40
0 

- 5
6C

40
0 

- 5
6C

40
0 

- 5
6C

63 F F F F V V -

71 G G G G D D -

80 J J J J F F F

90 Q Q Q Q

100 - - - - K K K

112 - - - - K K K

132 - - - - P P M

M
O

TO
R

 / 
FR

A
M

E 
FL

A
N

G
E

UNIT SIZE, NUMBER OF REDUCTIONS, REVISION NUMBER

F0342 
F0442 F0542 F0642 F0742 F0842 F0941 F1041

40
0 

- 5
0C

32
0 

- 4
0C

40
0 

- 5
0C

40
0 

- 5
6C

40
0 

- 5
6C

40
0 

- 5
6C

40
0 

- 5
6C

56C U U U U Q Q Q

143/145TC R R R

182/184TC - - - - T T T

213/215TC - - - - - - V

Limited Availability / Non Preferred

MOTOR ADAPTERS
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TEMPERATURE LIMITATIONS TABLE 1  OIL GRADES

LUBRICANT -5oC to 20oC (type E)
-30oC to 20oC (type H) 0oC to 35oC

20oC to 50oC

AMBIENT TEMPERATURE RANGE 

EP Mineral Oil 

oC and 35oC

TABLE 2  Lubrication Quantity (Litres)
DOUBLE REDUCTION

Unit Size F0222 F0322 F0422 F0522 F0622 F0722 F0822 F0921 F1021 F1121 F1221

M
O

U
N

TI
N

G
 

PO
SI

TI
O

N

1 19 34 28 47

2 13 22 17 27

3 17 28 22 36

4 15 27 24 40

5 24 43 34 56

6 25 43 30 50

TRIPLE REDUCTION

Unit Size F0232 F0332 F0432 F0532 F0632 F0732 F0832 F0931 F1031 F1131 F1231

M
O

U
N

TI
N

G
 

PO
SI

TI
O

N

1 19 34 27 45

2 15 24 16 25

3 17 28 21 34

4 16 27 23 38

5 24 43 33 53

6 25 43 29 48

QUADRUPLE REDUCTION

Unit Size

F0342 F0442 F0542 F0642 F0742

M0122 F0322 M0122 F0422 M0322 F0522 M0322 F0622 M0322 F0722

M
O

U
N

TI
N

G
 

PO
SI

TI
O

N

1

2

3

4

5

6

QUADRUPLE REDUCTION..CONT

Unit Size

F0842 F0941 F1041

M0522 F0822 M0522 F0921 M0722 F1021

M
O

U
N

TI
N

G
 

PO
SI

TI
O

N

1

2

3

4

5

6

LUBRICATION
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Column 14 
F02 F03 F04 F05 F06

B

C

D

-

Column 14 
F07

B

C

D

-

COLUMN 13 ENTRY

COLUMN 14 ENTRY

MOUNTING POSITIONS - SHOWN AS MOTORIZED - APPLIES ALSO FOR REDUCERS

Mounting Positions

2

13

45

6*†

†

†

Unit Size
< 1000 < 1500 < 1800 > 1800

F02 - F07

F0822

F0921

F1021

F1121

F1221

x

x

B

C

D

MOUNTING POSITIONS
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MOTORISED

SERIES F
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TEFC squirrel cage three phase motors 
4 poles = 1500 rpm 400V, 50Hz, S1 IP55, Class F

TEFC squirrel cage three phase motors 
6 poles = 1000 rpm 400V, 50Hz, S1 IP55, Class F

60 Hz Operation
-

following changes in their data

Motor 
wound for 

Connected 

and

P n I Ist/I T Tst/T

rpm Nm

400V

380V 100 120 100 80 83 66

400V 100 120 98 83 83 70

415V 105 120 100 88 86 78

440V 110 120 100 95 91 85

460V 115 120 100 100 96 95

480V 120 120 100 105 100 100

Recalculation Factors

Recalculation factors for current at rated voltages other 

Rated voltage 

motor wound 
for 

Recalculation 
factor

220V

230V

415V

500V

660V

690V

Output 
Power 

Kw
Frame 
Size

Speed 
(RPM)

I                
(A)

  Ist    Tst  J Output 
Power 

Kw
Frame 
Size

Speed 
(RPM)

I                
(A)

  Ist    Tst  J

  I   T (Kgm2)   I   T (Kgm2)

63 1360 63 900

63 1370 3 71 920 2

71 1400 71 920 3 2

71 1410 4 920

1420 4 80B 930

1420 90S 930 4

90S 1410 5 90L 930 4

90L 1420 5 100L 940

100L 1430 112M 940

3 100L 1430 100L 940

4 100L 1420 3 112M 935

4 112M 1435 7 3 132S 960

112M 1425 4 132M 960

132S 1450 132M 955

132M 1450 160M 970 2

9 132M 1450 18 11 160L 970 23

11 132M 1450 21 3 15 180L 970 31 7

11 160M 1460 180L 965 2

15 160L 1455 2 200L 985 36 7

160L 1450 36 22 200L 980 43

180M 1470 35 30 200L 980 56

22 180L 1470 41 30 225M 985 56

30 180L 1465 56 37 225M 985 69

30 200L 1475 56 37 250M 985 69

37 200L 1475 68 45 250S 985 82

37 225S 1480 68 45 280S 990 85

45 225M 1480 83

55 225M 1480 100

55 250M 1480 98

75 250M 1480 132 7

75 280S 1483 137

90 280M 1484 163

110 280M 1483 195

MOTOR 
PERFORMANCE DATA
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B5 'D' FACE

MOTOR 
Øg6 Øm Øn Ød e ko* Øg g1* m Øs

71 105 85 70 14 30 221 265 138 102 4 x M6
120 100 80 19 40 239 291 157 125 4 x M6

80B 120 100 80 19 40 248 300 157 125 4 x M6
90S 140 115 95 24 50 260 312 177 133 4 x M8
90L 140 115 95 24 50 275 327 177 133 4 x M8

100L 160 130 110 28 60 310 370 197 144 4 x M8
112M 160 130 110 28 60 325 399 219 155 4 x M8
132S 200 165 130 38 80 392 475 235 172 4 x M10
132M 200 165 130 38 80 412 495 235 172 4 x M10

MOTOR 
Øg6 Øm Øn Ød e ko* Øg g1* m Øs

63 140 115 95 11 23 218 263 122 96 4 x M8
71 160 130 110 14 30 221 265 138 102 4 x M8

200 165 130 19 40 239 291 157 125 4 x M10
80B 200 165 130 19 40 248 300 157 125 4 x M10
90S 200 165 130 24 50 260 312 177 133 4 x M10
90L 200 165 130 24 50 275 327 177 133 4 x M10

100L 250 215 180 28 60 310 370 197 144 4 x M12
112M 250 215 180 28 60 325 399 219 155 4 x M12
132S 300 265 230 38 80 392 475 235 172 4 x M12
132M 300 265 230 38 80 412 495 235 172 4 x M12
160M 350 300 250 42 110 455 538 273 282 4 x M16
160L 350 300 250 42 110 500 583 273 282 4 x M16
180M 350 300 250 48 110 557 - 382 307 4 x M16
180L 350 300 250 48 110 595 - 382 307 4 x M16
200L 400 350 300 55 110 658 - 420 372 - 4 x M16
225S 450 400 350 60 140 671 - 458 427 - 8 x M16
225M 450 400 350 60 140 696 - 458 427 - 8 x M16
250M 550 500 450 65 140 771 - 510 490 - 8 x M16
280S 550 500 450 75 140 837 - 576 520 - 8 x M16
280M 550 500 450 75 140 888 - 576 520 - 8 x M16

B14 'C' FACE

øg6

øg6

øm

øm

øn

øn

ød

ød

øg

øg

g2

g2

e

e

ko

ko

g1

r g1

m

m

MOTOR  DETAILS

Øs

Øs
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ADDITIONAL MOTOR FEATURES - COLUMN 19 ENTRY

Brake Motor Brake

Forced Ventilation/ 
Constant Blower Thermistors Special

-

B

C

D

E

F

G

K

L

M

S

 - EExEIIT3

 - IP56 

 - IP65 

 - Metal fan cover 

 - Rain cowl 

 

ADDITIONAL 
MOTOR FEATURES
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ADDITIONAL GEARBOX FEATURES - COLUMN 20 ENTRY

Seals **
Oil Level Glass    F06 

- F10

* Motorised Backstop

Special

-

B

C

D

E

F

G

I

J

K

L

ADDITIONAL 
GEARBOX FEATURES
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EXACT RATIOS - DOUBLE REDUCTION

Column Entry
F0222 F0322 F0422 F0522 F0622 F0722 F0822 F0921 F1021 F1121 F1221

6 7 8

4 . 5 - - - - - - - - -

5 . 0 - - - - - - 5

5 . 6 - - - - - - - - -

6 . 3 - - - - -

7 . 1
8 . 0 - - - - - - -

9 . 0
1 0 .
1 1 . - - - - - -

1 2 . -

1 4 .
1 6 .
1 8 . - - - - - -

2 0 . -

2 2 .
2 5 .
2 8 .
3 2 .
3 6 .
4 0 .
4 5 . - - - - - -

5 0 . -

5 6 .
6 3 .
7 1 . - -

8 0 . - - - - - - - - -

9 0 . - - -

1 0 0 - - - -

EXACT RATIOS
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EXACT RATIOS - TRIPLE REDUCTION

EXACT RATIOS - QUAD REDUCTION

Column Entry
F0232 F0332 F0432 F0532 F0632 F0732 F0832 F0931 F1031 F1131 F1231

6 7 8

4 5 . - - - - - - - - -

5 0 . - - - - - - - - -

5 6 . - - - - - - - - -

6 3 . - - - - - - - - -

7 1 . - - - - - - - - -

8 0 . - - - - - - - -

9 0 . - - - - - - -

1 0 0
1 1 2
1 2 5
1 4 0 - - - - - - -

1 6 0
1 8 0
2 0 0
2 2 5
2 5 0 - - - - - - -

2 8 0
3 1 5 -

360 - - - -

Column Entry
F0342 F0442 F0542 F0642 F0742 F0842 F0941 F1041

6 7 8

3 2 0 - - - - - - -

3 6 0 - - - - - - -

4 0 0
4 5 0
5 0 0
5 6 0
6 3 0
7 0 0
8 0 0
9 0 0 
1 0 C 1026 983 1040 1018 1037 1049

1 1 C 1098 1148 1130 1090 1085 1105 1157

1 2 C 1237 1180 1238 1196 1191 1177 1325

1 4 C 1449 1377 1346 1350 1412 1395 1498

1 6 C 1543 1552 1615 1571 1594 1520 1564

1 8 C 1799 1848 1770 1770 1890 1802 1792

2 0 C 2027 2082 1995 2052 2017 1924 2026

2 2 C 2252 2242 2184 2312 2293 2180 2349

2 5 C 2407 2421 2539 2454 2503 2387 2523

2 8 C 2759 2747 2882 2785 2703 2815 2801

3 2 C 3578 3123 3112 3225 3232 3082 3068

3 6 C 3578 3481 3532 3660 3628 3656 3681

4 0 C 4102 3904 3937 4161 3961 3777 4235

4 5 C 4663 - 4415 4679 4415 4210 4550

5 0 C 5299 - 5019 5319 4952 4722 4706

5 6 C - - - - - 5702 5310 5056

EXACT RATIOS
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS
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NOTE

Other output 
speeds are 

using 2 and 8 
pole motors 
- Please 
contact our 

Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

mount unit
Motor 
Sizes

SELECTION TABLES
GEARED MOTORS

 0.12 kW

                                                                 

                                                                 

                                                                 

                     
_

         
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
            

0.12 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

6 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

_

_

                                                                 
_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW

4 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.18 kW

_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 
_

                                                                                    
_

                           

     

0.18 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW0.18 kW

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 

                                                                 

              
      

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.25 kW

4 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                  
_

                                                                 
_

                                                                 
_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.25 kW

4 POLE

_

                                                                 
_

                                                                 
_

_

                                                                 
_

                                                                 
_

_

             

0.25 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.25 kW

6 POLE

_

                                                                 
_

                                                                  
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.37 kW

4 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.37 kW

_

_

                                                                 
_

_

                                                                 
_

                               
_

                                                                   
_

                                                                 
_

                                                                 
_

                                                                 

0.37 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW0.37 kW

6 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

_

_

                                                                 
_

                                                                 
_

_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.55 kW

4 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW0.55 kW

_

                                                                 
_

                                                                 
_

                                                                                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 
_

       
      

0.55 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.55 kW

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                                                                                              
_

                                                                  
_

                                                                 
_

                                                                  
                                  

    

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW0.75 kW

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                    
_

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

0.75 kW

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 
_

                            

       

4 POLE

0.75 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW0.75 kW

6 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                   
_

_

                                                                 
_

                                                                 
_

                                                                  
_

_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

1.1 kW

4 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW1.1 kW

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 
_

                    

    

1.1 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

1.1 kW

6 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 
_

                                                                 
_

                             
_

                                                                 
_

                                                                
   

1.5 kW

4 POLE



SERIES F

42

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW1.5 kW

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 
_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

1.5 kW

_

                                                                 
_

_

    
_

                                                                 
_

                                                                 
_

_

                                                                 
_

                                                                
_

                                                                 
                      

4 POLE

1.5 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW1.5 kW

6 POLE

_

_

_

                                                                 
_

_

       
_

_

                                                                 
_

                                                                 
     

2.2 kW

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

2.2 kW

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                  
_

                                                                 
_

                                                                 
       

_

       
_

  

2.2 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW2.2 kW

6 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

2.2 kW

6 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

_

       
_

       
_

_

                                                                 
_

                              

3.0 kW

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW3.0 kW

_

                                                                 
_

                                                                 
_

                                                                  
_

                                                                 
_

 
_

                                                                 
_

_

                                                                 
_

     

3.0 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

3.0 kW

6 POLE

_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

_

                                                                 
_

                                                                
_

                                                                 
_
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW4.0 kW

_

       
_

       
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
_

                                                                 
   

4 POLE
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51

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

4.0 kW

_

 

                                                                 

                                                                 

    

                                                                 

                                                                 
             

]4 POLE

4.0 kW

6 POLE



SERIES F

52

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW4.0 kW

6 POLE

                                                                  

                                                                 

                                                                 

                                                                 

  

      

5.5 kW

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

5.5 kW

                                                                 

                                                                 

                                                                 

                                                                  

                                                                 

    
 



SERIES F

54

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

5.5 kW

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

 

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

7.5 kW

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

7.5 kW

    

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

  

4 POLE

7.5 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

11 kW

                  

                                                                 

                                                                 

                                                                 

                                                                                                                                 

                                                          

       

4 POLE



SERIES F
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW11 kW

                                                                  

                                                                 

                                                                 

11 kW

6 POLE

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

15 kW

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

    

 

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

15 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

18.5 kW

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

          
                                                                 
        
      
    

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

18.5 kW

4 POLE

18.5 kW

6 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

22 kW

                                                                 

                                                                  

                                                                 

                                                                 

                                                                 

     

4 POLE
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64

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

22 kW

6 POLE

                                                                 

                                                                 

                                                                 

    

                                                                 

                             

30 kW

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

30 kW

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

    

                                                                 

     
                                                                 

                                                                 

                                                                 

    

4 POLE

30 kW

6 POLE
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66

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW37 kW

                                                                 

          

                                                                 

                                                                 

                                                                 

                                                                 

                                                                 

   

4 POLE



SERIES F

67

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

0.12 kW
N2

 R/MIN i M2
Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

37 kW

6 POLE
                                                                 

   

                                                                 

                                                                 

                                                                 

                                                                  

                                                                 

                                                                 

    

45 kW

4 POLE

45 kW
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68

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

                                                                 

                                                                 

                                                                  

                                                                 

   

55 kW

4 POLE
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69

   

NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

75 kW

                                                                 

                                                                 

   

   

4 POLE

90 kW

4 POLE
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NOTE

Other output 
speeds are 
available 
using 2 and 8 
pole motors 
- Please 
contact our 
Application 
Engineers

N2
 R/MIN i M2

Nm Fm N Kg

Output 
Speed

Ratio Output 
Torque

Service
Factor

Overhung 
Load

Unit Designation

Weight of
base

mount unit
Motor 
Sizes

Column Entry 1 Through 20

SELECTION TABLES
GEARED MOTORS

 0.18 kW110 kW

   

4 POLE
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MOTOR 
FRAME 

SIZE

F0222 F0232
F0322 F0332

F0522 F0532 F0622 F0632 F0722 F0732 F0822 F0832 F0921 F0931 F1021 F1031 F1121 F1131 F1221 F1231
F0422 F0432

K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1 K1

63 154 169 175 188 189 219 200 230 - 250 - - - - - - - - - -

71 158 173 179 192 195 223 206 234 - 256 - - - - - - - - - -

80 171 186 192 205 213 236 224 247 259 274 340 325 354 380 - 441 - - - -

90 181 196 202 215 223 246 234 257 269 284 340 335 354 380 - 441 - - - -

100 189 204 210 223 250 254 261 265 281 311 346 347 360 386 390 447 - 446 - -

112 189 204 210 223 250 254 261 265 281 311 346 347 360 386 390 447 - 446 - -

132 - - - - 250 - 261 - 303 311 346 369 360 - 390 447 - 446 - 524

160 - - - - - - - - 311 - 376 - 395 - 425 482 - 476 - 496

180 - - - - - - - - - - - - 395 - 425 482 491 476 516 496

200 - - - - - - - - - - - - 395 - 425 482 491 - 516 524

225 - - - - - - - - - - - - 422 - 452 509 521 - 546 526

250 - - - - - - - - - - - - - - - - 521 - 546 -

280 - - - - - - - - - - - - - - - - - 546 -

UNIT SIZE a9 a10 C4 f4 h1 O7 P3 S4 V1
Hollow Output Bore

D m1 m2 m3 T U

F0222 & F0232 140 25 15 5 96 150 224 15 59 25 105 89 8

F0322 & F0332 158 32 16 5 121 171 273 15 76 30 122 105 8

F0422 & F0432 170 32 16 5 121 171 273 15 76 35 132 122 10

F0522 & F0532 198 41 16 5 144 206 318 15 80 40 179 174 142 12

F0622 & F0632 218 41 16 6 165 231 365 15 101 40 205 174 156 12

F0722 & F0732 278 50 20 7 200 282 442 24 127 50 198 183 54 14

F0822 & F0832 346 62 26 3 243 346 536 24 156 60 270 230 210 18

F0921 & F0931 395 70 30 5 274 400 612 27 175 70 330 270 - 75 20

F1021 & F1031 485 88 36 332 470 748 27 216 80 370 313 - 22

F1121 & F1131 485 89 40 3 385 498 784 26 237 90 350 - - 25

F1221 & F1231 550 99 50 4 414 550 877 33 236 100 410 - - 28

DIMENSIONS
MOTORISED

a9
V

1
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UNIT SIZE a9 a10 C4 f4 h1 O7 P3 S4 V1 V2 V3
Hollow Output Bore

D m1 m2 m3 T U

F0342 158 32 16 5 121 171 273 15 76 76 74 30 122 105 8

F0442 170 32 16 5 121 171 273 15 76 76 74 35 132 122 10

F0542 198 41 16 5 144 206 318 15 80 91 90 40 179 174 142 12

F0642 218 41 16 6 165 231 365 15 101 91 90 40 205 174 156 12

F0742 278 50 20 7 200 282 442 24 127 91 90 50 198 183 54 14

F0842 346 62 26 3 243 346 536 24 156 115 93 60 270 230 210 18

F0941 395 70 30 5 274 400 612 27 175 115 93 70 330 270 - 75 20

F1041 485 88 36 332 470 748 27 216 140 155 80 370 313 - 25

MOTOR 
FRAME SIZE

F0342 F0442 F0542 F0642 F0742 F0842 F0941 F1041

K1 K1 K1 K1 K1 K1 K1 K1

63 361 361 413 424 459 515 564 -

71 365 365 417 428 463 521 570 -

80 378 378 430 441 476 539 588 672

90 388 388 440 451 486 549 598 682

100 396 396 448 448 494 576 625 694

112 396 396 448 448 494 576 625 694

132 - - - - - 576 625 716

160 - - - - - - - 724

180 - - - - - - - -

200 - - - - - - - -

225 - - - - - - - -

*For motor dimensions 
  refer to page 16

P3

O7

V1
a9

S4
a10

f4

h1

C4

g6
*

g*

m1

T

O
D

U

Setscrew - see
output option
page for detailsOutput Shaft Bore

m2
m3

K1 K0*

V3
V2

DIMENSIONS
MOTORISED QUAD
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IEC  B5 FLANGE

NEMA  C FLANGE

   Locked  - Clockwise

oC to + 50oC

Motor Frame 
Size 

Lift off Speed 
(‘n’ min) 
(rev/min) 

Rated Locking 
Torque (‘T max’) 
(at motor) (Nm) 

øg6 K1

100 670 170 250 70

112 670 170 250 70

132 620 940 300 95

160 620 940 350 130

180 620 940 350 130

200 550 1260 400 130

Motor Frame 
Size 

Lift off Speed 
(‘n’ min) 
(rev/min) 

Rated Locking 
Torque (‘T max’) 
(at motor) (Nm) 

øg6 K1

182TC / 184TC 670 300 228

213TC / 215TC 670 300 228

254TC / 256TC 620 940 228

284TC / 286TC 620 940 280

324TC / 326TC 550 1260 330

CW

g6
Ø

K 1

Warning

MOTORISED 
BACKSTOP MODULE
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Torque BushKibo Bushes

B5 (D) Flange 
Mounting

B14 (C) Flange 
Mounting

DIMENSIONS
MOTORISED OPTIONS
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SERIES F
NOTES
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REDUCER

SERIES F

REDUCER
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Maximum permissible overhung loads

Overhung load (Newtons)

          N x R

Overhung member K (factor)

Size of 
unit

NO of 
Reductions

Dimension A 
(mm)

Dimension B  
(mm)

F02
2 - 20

3 - 20

4 - -

F03
2 20

3 20

4 - 20

F04
2 28 20

3 28 20

4 28 20

F05
2 33 20

3 33 20

4 32 20

F06
2 38 20

3 38 20

4 38 20

F07
2 25

3 20

4 20

F08
2 55 30

3 55 25

4 55 20

F09
2 68 40

3 65 30

4 65 20

F10
2 85 35

3 85 40

4 85 25

F11
2 70 -

3 70 -

4 - -

F12
2 80 -

3 80 -

4 - -

Distance midway along the shaft extension

B
Fr

Fra

Two, Three and Five Stage Units

Inputshaft Overhung Loads, Frb (Kn) 1450 rpm

No check or calculation is required for axial loads (F

Axial Thrust Capacities (Newtons)

F02 F03 F04 F05 F06 F07 F08 F09 F10 F11 F12
2 Stage
3 Stage
4 Stage

OVERHUNG & AXIAL LOADS
(NEWTONS) ON SHAFTS
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Thermal Ratings kW

o

Thermal Power (kW)

Note:  

-20 -10 0 10 20 30 40 50

1

i                       
Ratio

N1             F0222 F0322   
F0422 F0522 F0622 F0722 F0822 F0921 F1021 F1121 F1221

Up to 16

2900 - - - - - - - - - -
1750 16 20 30 47 66 98 113 173
1450 14 18 27 42 59 88 103 158
960 10 14 20 32 44 66 77 119

20

2900 15 20 28 48 62 87 101 154
1750 14 18 25 43 55 77 91 140
1450 12 15 23 39 50 70 82 127
960 12 17 29 37 52 61 95

22

2900 14 17 26 41 55 78 95 140
1750 12 15 23 36 49 70 84 124
1450 11 14 21 32 45 63 75 112
960 8 10 16 25 33 47 57 85

25

2900 14 16 24 38 50 72 87 129
1750 12 13 21 33 44 63 77 116
1450 11 12 19 29 40 57 69 104
960 14 22 30 42 51 76

28

2900 12 15 22 34 48 69 80 116
1750 10 12 19 29 42 61 69 102
1450 11 17 26 37 53 62 91
960 13 20 28 40 47 67

32

2900 11 14 21 32 45 63 73 112
1750 12 18 27 38 55 64 95
1450 11 16 24 34 49 57 85
960 12 18 25 36 42 64

36

2900 10 13 19 30 41 60 71 104
1750 11 16 26 35 51 61 88
1450 14 23 31 45 53 77
960 11 17 23 33 40 57

40

2900 12 18 26 38 56 66 98
1750 10 15 22 32 46 55 82
1450 13 19 28 42 49 73
960 14 21 30 36 54

50
 

2900 10 17 23 34 49 57 87
1750 13 19 28 39 47 71
1450 12 17 25 35 41 63
960 12 18 26 30 46

THERMAL 
POWER RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

SERIES F
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Column Input 
Speed 

N1 

F0222 F0322 F0422 F0522

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

 2900 599        355

5 . 0 1450  299 394

960 198        395

725 149        395

 2900 491        52   426        428

6 . 3 1450 245 61   213 516

   960 162        68   141        516

   725 122        72 106        516

2900 363        61 463        251 463        251 380        453

7 . 1 1450 181 71 231 286 231 286 190 542

   960 120        79 153        286 153        286 125        556

   725 90        84 115        287 115        287 95        557

   2900 319        65 330        283 330        283 338        477

9 . 0 1450 159 76 165 314 165 314 169 557

   960 105        84 109        319 109        319 112        558

   725 79        89 82        319 82        319 84        558

   2900 282        68 299        287 299        287 266        527

1 0 . 1450 141 81 149 319 149 319 133 580

   960 93        88 99        327 99        327 88        614

   725 70        94 74        327 74        327 66        615

   2900 220        75 263        292 263        292 235        537

1 2 . 1450 110 89 131 326 131 326 117 591

   960 73        97 87        329 87        329 77        625

   725 55        104 65        329 65        329 58        630

   2900 204        76 207        304 207        304 197        550

1 4 . 1450 102 92 103 337 103 337 98 605

   960 67        100 68        337 68        337 65        641

   725 51        108 51        337 51        337 49        648

   2900 162        85 182        309 182        309 171        561

1 6 . 1450 81 99 91 345 91 345 85 575

   960 53        110 60        354 60        354 56        575

   725 40        120 45        354 45        354 42        576

   2900 143        89 148        319 148        319 147        572

2 0 . 1450 71 103 74 357 74 357 73 629

   960 47        116 49        380 49        380 48        650

   725 35        127 37        386 37        386 36        650

   2900 125        93 134        326 134        326 131        582

2 2 . 1450 62 108 67 362 67 362 65 639

   960 41        123 44        380 44        380 43        677

   725 31        129 33        380 33        380 32        684

   2900 112        96 118        332 118        332 123        587

2 5 . 1450 56 112 59 370 59 370 61 645

   960 37        129 39        386 39        386 40        683

   725 28        129 29        386 29        386 30        701

DOUBLE REDUCTION
RATINGS
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Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

Column Input 
Speed 

N1 

F0222 F0322 F0422 F0522

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

   2900 102        99 104        338 104        338 104        601

2 8 . 1450 51 117 52 375 52 375 52 660

   960 33        129 34        375 34        375 34        696

   725 25        129 26        375 26        375 26        696

   2900 92        102 94        343 94        343 97        605

3 2 . 1450 46 121 47 374 47 374 48 667

   960 30        129 31        374 31        374 32        699

   725 23        129 23        375 23        375 24        699

   2900 79        107 82        351 82        351 78        623

3 6 . 1450 39 129 41 391 41 391 39 687

   960 26        129 27        393 27        393 26        709

   725 19        51 20        393 20        393 19        709

   2900 65        112 75        355 75        355 66        638

4 0 . 1450 32 129 37 371 37 371 33 703

   960 21        129 25        371 25        371 22        716

   725 16        129 18        371 18        371 16        716

   2900 56        117 62        366 62        366 60        646

5 0 . 1450 28 129 31 391 31 391 30 712

   960 18        129 20        392 20        392 20        720

   725 14        129 15        392 15        392 15        720

   2900 50        122 52        371 52        371 49        522

5 6 . 1450 25 129 26 387 26 387 24 543

   960 16        129 17        387 17        387 16        566

   725 12        129 13        387 13        387 12        582

   2900 42        129 46        339 46        339 44        462

6 3 . 1450 21 129 23 363 23 363 22 480

   960 14        129 15        378 15        378 14        501

   725 10        129 11        389 11        389 11        512

   2900 36        113 40        293 40        293 39        364

7 1 . 1450 18 113 20 314 20 314 19 364

   960 12        113 13        328 13        328 13        364

   725 9        113 10        337 10        337 9        364

   2900 32        105 35        264 35        264

9 0 . 1450 16 112 17 283 17 283

   960 10        112 11        295 11        295

   725 8        112 8        303 8        303

   2900 31        235 31        235

1 0 0 1450 15 252 15 252

960 10        263 10        263

   725 7        270 7        270

DOUBLE REDUCTION
RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)
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Column Input 
Speed 

N1 

F0622 F0722 F0822

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900

5 . 0 1450

960

725

 2900

6 . 3 1450

   960

   725

2900 465        380 428        560 416        908

7 . 1 1450 232 468 214 564 208 914

   960 154        509 141        565 137        917

   725 116        509 107        566 104        918

   2900 331        465 309        771 293        1290

9 . 0 1450 165 573 154 783 146 1300

   960 109        649 102        784 97        1300

   725 82        665 77        785 73        1300

   2900 295        495 275        822 264        1440

1 0 . 1450 147 610 137 880 132 1450

   960 97        691 91        881 87        1450

   725 73        717 68        882 66        1450

   2900 263        526 250        866 237        1550

1 2 . 1450 131 649 125 968 118 1610

   960 87        718 82        969 78        1610

   725 65        719 62        970 59        1610

   2900 207        593 191        986 183        1750

1 4 . 1450 103 730 95 1210 91 2080

   960 68        808 63        1270 60        2090

   725 51        808 47        1270 45        2090

   2900 182        629 168        1050 163        1850

1 6 . 1450 91 775 84 1290 81 2270

   960 60        825 55        1440 54        2340

   725 45        825 42        1440 40        2340

   2900 153        681 138        1140 133        2020

2 0 . 1450 76 838 69 1410 66 2490

   960 50        842 45        1520 44        2810

   725 38        842 34        1520 33        2870

   2900 133        723 126        1190 118        2120

2 2 . 1450 66 741 63 1470 59 2610

   960 44        741 41        1590 39        2950

   725 33        741 31        1590 29        3170

   2900 114        770 109        1260 101        2260

2 5 . 1450 57 837 54 1550 50 2780

   960 37        837 36        1720 33        3150

   725 28        837 27        1720 25        3320

DOUBLE REDUCTION
RATINGS



SERIES F

82

Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

Column Input 
Speed 

N1 

F0622 F0722 F0822

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

   2900 102        798 96        1320 91        2320

2 8 . 1450 51 880 48 1620 45 2690

   960 33        880 32        1830 30        2700

   725 25        880 24        1860 22        2700

   2900 96        828 87        1380 83        2370

3 2 . 1450 48 891 43 1690 41 2580

   960 31        892 29        1750 27        2580

   725 24        892 21        1750 20        2580

   2900 81        882 76        1450 74        2450

3 6 . 1450 40 887 38 1790 37 2770

   960 26        887 25        1800 24        2770

   725 20        887 19        1800 18        2770

   2900 75        889 67        1520 65        2510

4 0 . 1450 37 890 33 1780 32 2910

   960 25        890 22        1780 21        2910

   725 18        890 16        1780 16        2910

   2900 61        890 58        1570 54        2560

5 0 . 1450 30 892 29 1790 27 3160

   960 20        893 19        1790 17        3160

   725 15        893 14        1790 13        3160

   2900 51        891 49        1620 46        2620

5 6 . 1450 25 892 24 1840 23 3300

   960 17        893 16        1840 15        3380

   725 12        893 12        1840 11        3380

   2900 47        858 44        1640 42        2670

6 3 . 1450 23 892 22 1840 21 3370

   960 15        893 14        1840 14        3390

   725 11        893 11        1840 10        3390

   2900 38        673 37        1490 34        2740

7 1 . 1450 19 699 18 1590 17 3390

   960 12        729 12        1650 11        3390

   725 9        750 9        1650 8        3390

   2900 34        595 32        1220 31        2760

9 0 . 1450 17 619 16 1270 15 3300

   960 11        645 10        1290 10        3300

   725 8        659 8        1290 7        3300

   2900 30        468 29        1070 27        2700

1 0 0 1450 15 469 14 1100 13 2690

960 10        469 9        1100 9        2920

   725 7        469 7        1100 6        2940

DOUBLE REDUCTION
RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

SERIES F

83

Column Input 
Speed 

N1 

F0921 F1021 F1121 F1221

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 -        - - - -        - - - 640 - - - 626 - - -

4 . 5 1450 - - - - - - - - - - 320 3798 313 4115

960 -        - - - -        - - - 212 3798 207 4115

725 -        - - - -        - - - 160 3798 157 4115

2900 570        - - - 568        - - - 562 - - - 580 - - -

5 . 0 1450 285 1960 284 2560 281 4326 290 4445

960 189        2220 188        2560 186 4326 192 4445

725 143        2420 142        2560 141 4326 145 4445

2900 -        - - - -        - - - 524 - - - 506 - - -

5 . 6 1450 - - - - - - - - - - 262 4642 253 5097

960 -        - - - -        - - - 174 4642 168 5097

725 -        - - - -        - - - 131 4642 127 5097

 2900 442        - - - 451        - - - 460 - - - 468 - - -

6 . 3 1450 221 2270 225 3020 230 5288 234 5505

   960 146        2570 149        3220 152 5288 155 5505

   725 110        2800 113        3220 115 5288 117 5505

2900 414        - - - 407        - - - 403 - - - 397 - - -

7 . 1 1450 207 2340 203 3200 201 6037 198 6500

   960 137        2650 135        3580 133 6037 131 6500

   725 104        2890 102        3580 101 6037 99 6500

2900 362 - - - 370 - - - 354 - - - 367 - - -

8 . 0 1450 181 2490 185 3340 177 6852 184 7021

   960 120 2820 122 3780 117 6852 122 7021

   725 90 3070 92 3900 88 6852 92 7021

   2900 329        - - - 329        - - - 331 - - - 316 - - -

9 . 0 1450 165 2640 165 3560 166 7141 158 8166

   960 109        2990 109        4040 110 7192 104 8166

   725 82        3250 82        4390 83 7192 79 8166

   2900 286        - - - 297        - - - 291 - - - 292 - - -

1 0 . 1450 143 2850 148 3770 145 7224 146 8820

   960 95        3220 98        4270 96 8193 97 8820

   725 72        3510 74        4550 73 8193 73 8820

   2900 256 - - - 253 - - 256 6328 251 - - -

1 1 . 1450 128 2990 126 4040 128 7791 126 10268

   960 85 3380 84 4580 85 8370 83 10268

   725 64 3680 63 4980 64 8370 63 10268

   2900 229        - - - 234        - - - 225 6340 232 - - -

1 2 . 1450 114 3140 117 4170 112 7806 116 11090

   960 76        3550 77        4720 74 8881 77 11090

   725 57        3850 59        5140 56 9434 58 11090

   2900 198        - - - 201        - - - 212 6733 209 9398

1 4 . 1450 99 3390 100 4530 106 8289 104 11993

   960 65        3840 66        5130 70 8744 69 11993

   725 49        4180 50        5580 53 8744 52 11993

DOUBLE REDUCTION
RATINGS



SERIES F

84

Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

Column Input 
Speed 

N1 

F0921 F1021 F1121 F1221

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

   2900 177        - - - 186        - - - 186 6708 193 10138

1 6 . 1450 89 3550 93 4670 93 8258 97 12954

   960 59        4020 61        5290 62 9396 64 12954

   725 44        4310 46        5750 47 9960 48 12954

   2900 165 - - - 160 - - - 163 7357 163 10577

1 8 . 1450 82 3610 80 4910 82 9058 82 13884

   960 55 4090 53 5560 54 10120 54 15151

   725 41 4310 40 6050 41 10120 41 15254

   2900 145        - - - 142        - - - 142 7282 151 11409

2 0 . 1450 72 3760 71 5150 71 8965 76 14966

   960 48        4240 47        5830 47 10200 50 15852

   725 36        4240 35        6340 35 10617 38 15957

   2900 128        3300 127        4440 129 7854 127 11145

2 2 . 1450 64 4070 64 5470 65 9669 63 14520

   960 42        4310 42        6190 43 10120 42 16005

   725 32        4310 32        6740 32 10120 32 16100

   2900 112        3480 113        4650 114 7732 118 12019

2 5 . 1450 56 4280 56 5730 57 9519 59 15757

   960 37        4310 37        6480 38 10617 39 15946

   725 28        4310 28        7050 28 10617 29 16039

   2900 102        3220 103        4730 102 8433 100 11582

2 8 . 1450 51 4060 52 5820 51 10120 50 15188

   960 34        4240 34        6400 34 10120 33 16086

   725 26        4240 26        6400 26 10120 25 16172

   2900 92        3250 92        4910 90 8302 93 12488

3 2 . 1450 46 4110 46 6040 45 10221 46 15874

   960 30        4240 30        6400 30 10617 31 16024

   725 23        4240 23        6400 22 10617 23 16108

   2900 79        3960 82        5240 83 9043 81 11943

3 6 . 1450 40 4310 41 6460 41 10120 41 15465

   960 26        4310 27        7250 27 10120 27 16150

   725 20        4310 21        7250 21 10120 20 16229

   2900 71        4100 74        5440 73 8893 75 12874

4 0 . 1450 36 4310 37 6690 36 10617 38 15951

   960 24        4310 24        7250 24 10617 25 16087

   725 18        4310 18        7250 18 10617 19 16163

   2900 65 3460 65 5570 64 8153 66 10498

4 5 . 1450 33 4310 33 6400 32 8545 33 13655

   960 22 4310 22 6400 21 8710 22 14114

   725 16 4310 16 6400 16 8780 17 14233

   2900 59        3500 57        5850 57 9287 61 11310

5 0 . 1450 29 4240 28 6400 28 9733 31 14749

   960 20        4240 19        6400 19 9921 20 15244

   725 15        4240 14        6400 14 10000 15 15373

DOUBLE REDUCTION
RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

SERIES F

85

Column Input 
Speed 

N1 

F0921 F1021 F1121 F1221

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

   2900 50        4310 52        6160 56 7406 54 10598

5 6 . 1450 25 4310 26 7250 28 7617 27 11213

   960 17        4310 17        7250 19 7720 18 11370

   725 13        4310 13        7250 14 7779 13 11458

   2900 46        4310 45        6460 49 8435 50 11471

6 3 . 1450 23 4310 22 7250 25 8677 25 12112

   960 15        4310 15        7250 16 8794 17 12281

   725 11        4310 11        7250 12 8860 12 12376

   2900 43        3610 42        6160 -        - - - -        - - -

7 1 . 1450 21 3950 21 6170 - - - - - - - - - -

   960 14        3950 14        6170 -        - - - -        - - -

   725 11        3950 10        6170 -        - - - -        - - -

   2900 38 3610 39 5600 -        - - - -        - - -

8 0 . 1450 19 3660 19 5610 - - - - - - - - - -

   960 13 3660 13 5610 -        - - - -        - - -

   725 10 3660 10 5610 -        - - - -        - - -

   2900 33        4310 33        7080 -        - - - -        - - -

9 0 . 1450 17 4310 17 7250 - - - - - - - - - -

   960 11        4310 11 7250 -        - - - -        - - -

   725 8        4310 8        7250 -        - - - -        - - -

   2900 29        4310 31        7040 -        - - - -        - - -

1 0 0 1450 15 4310 15 7040 - - - - - - - - - -

960 10        4310 10        7050 -        - - - -        - - -

   725 7        4310 8        7050 -        - - - -        - - -

DOUBLE REDUCTION
RATINGS



SERIES F

86

Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

Column Input 
Speed 

N1 

F0232 F0332 F0432 F0532
N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

 2900 36        448

8 0 . 1450 18 530

960 12        617

725 9        685

 2900 31        128 33        433

9 0 . 1450 15 129 16 519

   960 10        135 11        605

   725 7        141 8        673

2900 28        129 29        303 29        303 29        447

1 0 0 1450 14 129 14 366 14 366 14 547

   960 9        137 9        417 9        417 9        638

   725 7        144 7        424 7        424 7        710

   2900 25        129 26        309 26        309 26        457

1 1 2 1450 12 130 13 380 13 380 13 566

   960 8        139 8        423 8        423 8        660

   725 6        146 6        425 6        425 6        735

   2900 22        129 24        319 24        319 22        480

1 2 5 1450 11 133 12 398 12 398 11 609

   960 7        143 7        429 7        429 7        712

   725 5        147 6        429 6        429 5        771

   2900 18        129 20        332 20        332 18        502

1 6 0 1450 9 138 10 413 10 413 9 650

   960 6        147 6        431 6        431 6        761

   725 4        147 5        431 5        431 4        771

   2900 15        129 17        348 17        348 16        526

1 8 0 1450 7 141 8 425 8 425 8 682

   960 5        147 5        433 5        433 5        771

   725 3        147 4        433 4        433 4        771

   2900 14        129 14        376 14        376 14        561

2 0 0 1450 7 144 7 436 7 436 7 728

   960 4        147 4        441 4        441 4        771

   725 3        147 3        441 3        441 3        771

   2900 11        132 13        390 13        390 12        591

2 2 5 1450 5 147 6 441 6 441 6 731

   960 3        147 4        441 4        441 4        762

   725 2        147 3        441 3        441 3        771

   2900 10        132 10        408 10        408 10        621

2 8 0 1450 5 147 5 442 5 442 5 651

   960 3        147 3        442 3        442 3        679

   725 2        147 2        442 2        442 2        699

   2900 9        138 9        418 9        418

3 1 5 1450 4 147 4 432 4 432

   960 3        147 3        432 3        432

   725 2        147 2        432 2        432

   2900 8        401 8        401

3 6 0 1450 4 425 4 425

   960 2        425 2        425

   725 2        425 2        425

DOUBLE REDUCTION
RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

SERIES F

87

Column Input 
Speed 

N1 

F0632 F0732 F0832
N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 28        578 26        1060 25        3100

1 0 0 1450 14 682 13 1240 12 3390

   960 9        795 8        1430 8        3390

   725 7        883 6        1580 6        3390

   2900 25        557 25        1010 23        3000

1 1 2 1450 12 668 12 1190 11 3390

   960 8        779 8        1380 7        3390

   725 6        866 6        1530 5        3390

   2900 22        576 21        1060 20        3120

1 2 5 1450 11 704 10 1270 10 3390

   960 7        822 7        1470 6        3390

   725 5        915 5        1640 5        3390

   2900 20        589 19        1080 18        3220

1 6 0 1450 10 729 9 1300 9 3390

   960 6        851 6        1510 6        3390

   725 5        932 4        1680 4        3440

   2900 17        618 15        1140 14        3380

1 8 0 1450 8 784 7 1420 7 3390

   960 5        917 5        1650 4        3390

   725 4        959 3        1840 3        3540

   2900 14        647 13        1190 12        3390

2 0 0 1450 7 837 6 1510 6 3390

   960 4        944 4        1770 4        3480

   725 3        988 3        1970 3        3600

   2900 12        677 12        1220 11        3390

2 2 5 1450 6 878 6 1570 5 3390

   960 4        962 4        1830 3        3530

   725 3        1010 3        2040 2        3600

   2900 11        722 10        1310 9        3390

2 8 0 1450 5 923 5 1700 4 3420

   960 3        985 3        1990 3        3600

   725 2        1010 2        2120 2        3600

   2900 9        761 9        1400 8        3390

3 1 5 1450 4 941 4 1810 4 3460

   960 3        981 2        2100 2        3600

   725 2        1010 2        2120 2        3600

   2900 8        800 8        1460 7        3390

3 6 0 1450 4 839 4 1780 3 3540

   960 2        875 2        1780 2        3600

   725 2        900 2        1780 1        3600

TRIPLE REDUCTION
RATINGS



SERIES F

88

Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

Column Input 
Speed 

N1 

F0931 F1031 F1131 F1231

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 64 6470 65 - - -

4 5 1450 32 7965 32 15873

   960 21 9063 21 16216

   725 16 9869 16 16286

2900 56 7369 60 - - -

5 0 1450 28 9073 30 16031

960 18 10323 20 16153

725 14 10617 15 16222

2900 52 6965 50 14174

5 6 1450 26 8575 25 16169

960 17 9756 16 16281

725 13 10120 12 16343

2900 46 7933 46 15310

6 3 1450 23 9767 23 16108

960 15 10617 15 16216

725 11 10617 12 16277

2900 40 7641 40 15403

7 1 1450 20 9408 20 16227

960 13 10120 13 16328

725 10 10120 10 16385

2900 35 8704 37 15958

8 0 1450 18 10617 19 16164

960 12 10617 12 16263

725 9 10617 9 16317

2900 32 8354 31 16102

9 0 1450 16 10120 16 16290

960 11 10120 10 16380

725 8 10120 8 16430

2900 28        4130 28        6370 28 9516 29 16043

1 0 0 1450 14 4130 14 6370 14 10617 14 16226

960 9        4130 9        6370 9 10617 10 16313

725 7        4130 7        6370 7 10617 7 16361

2900 25        4130 25        6400 26 8801 25 16166

1 1 2 1450 12 4130 13 6400 13 10120 13 16337

960 8        4130 8        6400 9 10120 8 16417

725 6        4130 6        6400 7 10120 6 16463

2900 21        4220 22        7250 23 10024 23 16105

1 2 5 1450 10 4220 11 7250 11 10617 12 16271

960 7        4220 7        7250 8 10617 8 16349

725 5        4220 6        7250 6 10617 6 16393

2900 4220 20 7250 21 9664 21 16219

1 4 0 1450 4220 10 7250 10 10120 10 16375

960 4220 7 7250 7 10120 7 16449

725 4220 5 7250 5 10120 5 16490

TRIPLE REDUCTION
RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

SERIES F

89

Column Input 
Speed 

N1 

F0931 F1031 F1131 F1231

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 18        4310 18        6400 18 10617 19 16156

1 6 0 1450 9 4310 9 6400 9 10617 10 16308

960 5        4310 6        6400 6 10617 6 16379

725 4        4310 4        6400 5 10617 5 16409

2900 16        4310 15        6400 16 10120 16 16283

1 8 0 1450 8 4310 8 6400 8 10120 8 16421

960 5        4310 5        6400 5 10120 5 16486

725 4        4310 4        6400 4 10120 4 16523

2900 13        4230 14        7250 14 10617 15 16219

2 0 0 1450 6 4230 7 7250 7 10617 7 16353

960 4        4230 5        7250 5 10617 5 16416

725 3        4230 4        7250 4 10617 4 16451

2900 12        4230 12        7250 13 10120 13 16334

2 2 5 1450 6 4230 6 7250 6 10120 6 16459

960 4        4230 4        7250 4 10120 4 16517

725 3        4230 3        7250 3 10120 3 16549

2900 4310 11        6400 11 10617 12 16289

2 5 0 1450 4310 6 6400 6 10617 6 16389

960 4310 4        6400 4 10617 4 16445

725 4310 3        6400 3 10617 3 16447

2900 10        4310 11        6400 10 10120 10 16379

2 8 0 1450 5 4310 5 6400 5 10120 5 16489

960 3        4310 4        6400 3 10120 3 16542

725 2        4310 3        6400 3 10120 3 16560

2900 9        4230 9        7250 9 10617 9 16311

3 1 5 1450 4 4230 5 7250 5 10617 5 16419

960 3        4230 3 7250 3 10617 3 16470

725 2        4230 2 7250 2 10617 2 16498

2900 8        4230 8 7250

3 6 0 1450 4 4230 4 7250

960 2        4230 3        7250

725 2        4230 2        7250

TRIPLE REDUCTION
RATINGS



SERIES F

90

Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

Column Input 
Speed 

N1 

F0342 F0442 F0542 F0642

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 651

3 2 0 1450 314 651

960 651

720 651

2900 679

3 6 0 1450 352 679

960 679

720 679

2900 375 375 679 838

4 0 0 1450 410 375 410 375 413 679 404 838

960 375 375 679 838

720 375 375 679 838

2900 375 375 679 838

4 5 0 1450 456 375 456 375 444 679 445 838

960 375 375 679 838

720 375 375 679 838

2900 375 375 679 881

5 0 0 1450 503 375 503 375 489 679 498 881

960 375 375 679 881

720 375 375 679 881

2900 393 393 679 893

5 6 0 1450 578 393 578 393 563 679 571 893

960 393 393 679 893

720 393 393 679 893

2900 393 393 679 893

6 3 0 1450 637 393 637 393 612 679 629 893

960 393 393 679 893

720 393 393 679 893

2900 393 393 679 893

7 0 0 1450 701 393 701 393 694 679 724 893

960 393 393 679 893

720 393 393 679 893

2900 393 393 679 893

8 0 0 1450 821 393 821 393 837 679 787 893

960 393 393 679 893

720 393 393 679 893

2900 392 392 675 907

9 0 0 1450 915 392 915 392 932 675 892 907

960 392 392 675 907

720 392 392 675 907

QUAD REDUCTION
RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

SERIES F

91

Column Input 
Speed 

N1 

F0342 F0442 F0542 F0642

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 402 402 679 907

1 0 C 1450 998 402 998 402 1026 679 983 907

960 402 402 679 907

720 402 402 679 907

2900 402 402 679 907

1 1 C 1450 1098 402 1098 402 1148 679 1130 907

960 402 402 679 907

720 402 402 679 907

2900 402 402 679 907

1 2 C 1450 1237 402 1237 402 1180 679 1238 907

960 402 402 679 907

720 402 402 679 907

2900 402 402 679 907

1 4 C 1450 1449 402 1449 402 1377 679 1346 907

960 402 402 679 907

720 402 402 679 907

2900 402 402 679 907

1 6 C 1450 1543 402 1543 402 1552 679 1615 907

960 402 402 679 907

720 402 402 679 907

2900 402 402 675 907

1 8 C 1450 1799 402 1799 402 1848 675 1770 907

960 402 402 675 907

720 402 402 675 907

2900 402 402 675 907

2 0 C 1450 2027 402 2027 402 2082 675 1995 907

960 402 402 675 907

720 402 402 675 907

2900 402 402 675 907

2 2 C 1450 2252 402 2252 402 2242 675 2184 907

960 402 402 675 907

720 402 402 675 907

2900 402 402 675 907

2 5 C 1450 2407 402 2407 402 2421 675 2539 907

960 402 402 675 907

720 402 402 675 907

2900 402 402 675 907

2 8 C 1450 2759 402 2759 402 2747 675 2882 907

960 402 402 675 907

720 402 402 675 907

QUAD REDUCTION
RATINGS
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Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

Column Input 
Speed 

N1 

F0342 F0442 F0542 F0642

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 377 377 675 869

3 2 C 1450 3153 377 3578 377 3123 675 3112 869

960 377 377 675 869

720 377 377 675 869

2900 339 339 512 869

3 6 C 1450 3578 339 3578 339 3481 512 3532 869

960 339 339 512 869

720 339 339 512 869

2900 339 339 365 660

4 0 C 1450 4102 339 4102 339 3904 365 3937 660

960 339 339 365 660

720 339 339 365 660

2900 302 302 470

4 5 C 1450 4663 302 4663 302 4415 470

960 302 302 470

720 302 302 470

2900 302 302 470

5 0 C 1450 5299 302 5299 302 5019 470

960 302 302 470

720 302 302 470

2900

5 6 C 1450

960

720

QUAD REDUCTION
RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)
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Column Input 
Speed 

N1 

F0742 F0842 F0941 F1041

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900

3 2 0 1450

960

720

2900

3 6 0 1450

960

720

2900 1590 2700 4230 7250

4 0 0 1450 404 1590 396 2700 396 4230 401 7250

960 1590 2700 4230 7250

720 1590 2700 4230 7250

2900 1720 2700 4230 7250

4 5 0 1450 464 1720 460 2700 460 4230 445 7250

960 1720 2700 4230 7250

720 1720 2700 4230 7250

2900 1720 2770 4230 7250

5 0 0 1450 534 1720 490 2770 511 4230 490 7250

960 1720 2770 4230 7250

720 1720 2770 4230 7250

2900 1720 2770 4230 7250

5 6 0 1450 581 1720 570 2770 594 4230 563 7250

960 1720 2770 4230 7250

720 1720 2770 4230 7250

2900 1860 2770 4230 7250

6 3 0 1450 658 1860 638 2770 665 4230 638 7250

960 1860 2770 4230 7250

720 1860 2770 4230 7250

2900 1890 2770 4230 7250

7 0 0 1450 726 1890 680 2770 709 4230 704 7250

960 1890 2770 4230 7250

720 1890 2770 4230 7250

2900 1890 2770 4230 7250

8 0 0 1450 832 1890 806 2770 840 4230 806 7250

960 1890 2770 4230 7250

720 1890 2770 4230 7250

2900 1890 3200 4230 7250

9 0 0 1450 944 1890 910 3200 927 4230 925 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

QUAD REDUCTION
RATINGS
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Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)

Column Input 
Speed 

N1 

F0742 F0842 F0941 F1041

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 1890 3200 4230 7250

1 0 C 1450 1040 1890 1018 3200 1037 4230 1049 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

2900 1890 3200 4230 7250

1 1 C 1450 1090 1890 1085 3200 1105 4230 1157 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

2900 1890 3200 4230 7250

1 2 C 1450 1196 1890 1191 3200 1177 4230 1325 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

2900 1890 3200 4230 7250

1 4 C 1450 1350 1890 1412 3200 1395 4230 1498 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

2900 1890 3200 4230 7250

1 6 C 1450 1571 1890 1594 3200 1520 4230 1564 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

2900 1890 3200 4230 7250

1 8 C 1450 1770 1890 1890 3200 1802 4230 1792 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

2900 1890 3200 4230 7250

2 0 C 1450 2052 1890 2017 3200 1924 4230 2026 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

2900 1890 3200 4230 7250

2 2 C 1450 2312 1890 2293 3200 2180 4230 2349 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

2900 1890 3200 4230 7050

2 5 C 1450 2454 1890 2503 3200 2387 4230 2523 7050

960 1890 3200 4230 7050

720 1890 3200 4230 7050

2900 1890 3200 4230 7250

2 8 C 1450 2785 1890 2703 3200 2815 4230 2801 7250

960 1890 3200 4230 7250

720 1890 3200 4230 7250

QUAD REDUCTION
RATINGS



Note: Input Power, Pm may exceed thermal limit, 
Check thermal power page 114

Pm -     Input Power (kW)
M2 -    Output Torque (Nm)
i -       Exact Ratio  (:1)
N2 -    Output Speed (rpm)
fra - Overhung Load (kN)
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Column Input 
Speed 

N1 

F0742 F0842 F0941 F1041

N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra N2             i M2 Pm fra 

6 7 8

2900 1650 3200 4230 7250

3 2 C 1450 3225 1650 3232 3200 3082 4230 3068 7250

960 1650 3200 4230 7250

720 1650 3200 4230 7250

2900 1650 3200 4230 7250

3 6 C 1450 3660 1650 3628 3200 3656 4230 3681 7250

960 1650 3200 4230 7250

720 1650 3200 4230 7250

2900 1650 3200 4230 7250

4 0 C 1450 4161 1650 3961 3200 3777 4230 4235 7250

960 1650 3200 4230 7250

720 1650 3200 4230 7250

2900 1290 3200 4230 7050

4 5 C 1450 4679 1290 4415 3200 4210 4230 4550 7050

960 1290 3200 4230 7050

720 1290 3200 4230 7050

2900 1100 3200 4230 7250

5 0 C 1450 5319 1100 4952 3200 4722 4230 4706 7250

960 1100 3200 4230 7250

720 1100 3200 4230 7250

2900 2940 4220 7050

5 6 C 1450 5702 2940 5310 4220 5056 7050

960 2940 4220 7050

720 2940 4220 7050

QUAD REDUCTION
RATINGS
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P3

O7

L1

C4

Output Shaft Bore

V1
a9

f4

h1

a10

K1

S4 L13L14

d1

Tapped
hole w1

Input Shaft

m1

T

D

U

Setscrew - see
output option
page for details

m2

m3

t1

u1

d1 Ø

DIMENSIONS
REDUCER
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UNIT SIZE a9 a10 C4 f4 h1 K1 O7 P3 S4 V1 V2 V3

F0342 158 32 16 5 121 438 171 273 15 76 76 74

F0442 170 32 16 5 121 438 171 273 15 76 76 74

F0542 198 41 16 5 144 490 206 318 15 80 91 90

F0642 218 41 16 6 165 501 231 365 15 101 91 90

F0742 278 50 20 7 200 536 282 442 24 127 91 90

F0842 346 62 26 3 243 614 346 536 24 156 115 93

F0941 395 70 30 5 274 663 400 612 27 175 115 93

F1041 485 88 36 332 750 470 748 27 216 140 155

UNIT SIZE
Input Shaft Hollow Output Bore

d1 L1 L13 L14 t1 u1 w1 D m1 m2 m3 T U

F0342 16                  
k6 40 4 32 18 5 30 122 105 8

F0442 16                  
k6 40 4 32 18 5 35 132 122 10

F0542 16                  
k6 40 4 32 18 5 40 179 174 142 12

F0642 16                  
k6 40 4 32 18 5 40 205 174 156 12

F0742 16                  
k6 40 4 32 18 5 50 198 183 54 14

F0842 19                  
k6 40 4 32 6 60 270 230 210 18

F0941 19                  
k6 40 4 32 6 70 330 270 - 75 20

F1041 24                  
k6 50 5 40 27 8 80 370 313 - 22

P3

O7

L1
C4

Ou tput Shaft Bore

V1
a9

f4

h1

a1 0
K1

S4 L1 3L1 4

d1

Ta pp ed
hole w1

Input Sh aft

m1

T

O
D

U

Setscrew  - see
output option
pa ge for details

m2
m3

t1

u1

d1

V3
V2

DIMENSIONS
REDUCER QUAD

Tapped 

Setscrew - see
output option
page for details

Output Shaft BoreInput Shaft
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Dimensions of Fan Cooled Units

For reducer fan kit modules enter   S    in column 10 

                    

Column 10 Entry

UNIT SIZE ØB8 L13 L15 L16

F0722 225 5 35 30

F0822 265 5 45 40

F0921 320 5 65 60

F1021 380 10 95 85

B
8

L15

L16 L13

Ø
 

FAN COOLED UNITS
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oC to + 50oC

Column 10 Entry

   Locked  - Clockwise

CW

Unit Size

Lift Off 
Rated Locking 

Torque (‘T max’) (at 
inputshaft) (Nm) 

Speed (‘n’ min)
(at inputshaft)

(rev/min)

F05 800 100

F06 800 100

F07 670 170

F08 670 170

F09 670 300

F10 670 300

REDUCER 
BACKSTOP MODULE
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Advantages with Kibo taper bushes
- Simple design    

Mounting

Dismounting

NOTE: 

O
 d

L

L1 L2

 O
 D

4

 O
 d

O
 d

 -0
3

O
 d

u

t

Chamfer 5x45

K 
Tapped ole
(DIN 332

k
Lk Lk

O
 D

L4 L3

O
 d

5
O

 d
k

e

M1

k1

C

M Bolt

Protective Cover

R

O
g4

w7

KIBO BUSHES
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KIBO BUSHES

Unit Size
Customers Shaft

K L L1 L2 L3 L4 R 
(max) t u

min max Din(332) (N9)

F04
35 40

42

M12x28

175 40 36 60 60

30 10
30 35

M10x22
26 8

25 30 21 8

F05
40 45

51

M16x36

198 50 42 77 65

35 12

35 40 M12x28 30 10

30 35 M10x22 26 8

F06
40 45

51

M16x36

225 50 45 77 78

35 12

35 40 M12x28 30 10

30 35 M10x22 26 8

F07
50 55

61 M16x36 258 58 52 79 93

14

45 50 14

40 45 35 12

F08
60 66

71
M20x42

293 61 52 108

53 18

55 61 49 16

50 56 M16x36 14

F09
70 76

81 M20x42 340 70 50 131 75

20

65 71 58 18

60 66 53 18

F10
80 88

96 M20x42 390 70 60 141 115

71 22

75 83 20

70 78 20

F11
90 99

101 M24x50 368 70 73 181 110 2

81 25

85 94 76 22

80 89 71 22

F12
100 109

116 M24x50 428 80 83 200 111

90 28

95 104 86 25

90 99 81 25

Unit Size
Customers Shaft End Plate Cover

KIBO Bush 
Kit

Column 11 
entry m1 Ak Lk C Fixing Bolt Tightening 

Torque Nm w7
M e k1

F04
35 C38214-S1 1

65 180 40 45 10
M12 22 8 56

78 3430 C38214-S3 2
M10 20 7 40

25 C38214-S4 3

F05
40 C38364-S2 1

75 179 207 50 55 12
M16 28 10 124

80 4135 C38364-S3 2 M12 22 8 70
30 C38364-S4 3 M10 20 7 40

F06
40 C38364-S2 1

75 205 233 50 55 12
M16 28 10 124

80 4135 C38364-S3 2 M12 22 8 70
30 C38364-S4 3 M10 20 7 40

F07
50 C38464-S9 1

80 58 65 14 M16 28 10 154 118 4245 C38464-S10 2
40 C38464-S11 3

F08
60 C38614-S1 1

98 270 303 61 75 16
M20 35 13 240

142 5155 C38614-S2 2
50 C38614-S3 3 M16 28 10 169

F09
70 C38684-S1 1

110 330 369 85 20 M20 35 13 290 154 6565 C38684-S2 2
60 C38684-S3 3

F10
80 B93404-S1 1

125 370 410 52 95 22 M20 35 13 274 154 6575 B93404-S2 2
70 B93404-S3 3

F11
90 B91884-S1 1

140 390 57 105 26 M24 42 15 29085 B91884-S2 2
80 B91884-S3 3

F12
100 C38834-S1 1

155 450 83 130 7 M24 42 15 45195 C38834-S2 2
90 C38834-S3 3
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TORQUE BUSH
RUBBER BUFFERS FOR TORQUE ARM

UNIT SIZE
B                 

C a9 E F G

F02 40 2 140 20 13

F03 40 2 18 158 20 2 13

F04 40 2 18 170 20 2 13

F05 40 2 18 198 20 2 13

F06 40 2 18 218 20 2 13

F07 62 10 30 278 33 3 23

F08 62 10 29 346 33 4 23

F09 82 12 40 395 44 4 26

F10 82 12 38 485 44 5 26

F11 82 12 38 485 44 6 26

F12 102 12 48 550 54 6 33

E

G

F
a9

C

B
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Column 9 Entry Column 11 Entry

C   with Metric Shaft

UNIT SIZE a1 b1 c1 C4 e1 f1 K1 m o O7 P3 s1
Output Shaft

d i2 L L11 L12 t u v

F02 160 110 
j6 10 15 130

S
ee

 M
ot

or
is

ed
 o

r R
ed

uc
er

 D
im

en
si

on
 P

ag
es

45 - 150 224 4 x 9 - - - - - - - -

F03 160 110 
j6 10 16 130 45 50 171 273 4 x 9 25 26 47 3 40 28 8 M10x22

F04 160 110 
j6 10 16 130 45 60 171 273 4 x 9 30 36 56 3 50 33 8 M12x28

F05 250 180 
j6 16 16 215 4 45 70 206 318 4 x 

14 35 44 66 3 60 38 10 M16x36

F06 250 180 
j6 18 16 215 4 45 81 231 365 4 x 

14 40 40 76 3 70 43 12 M16x36

F07 300 230 
j6 18 20 265 4 45 101 282 442 4 x 

14 50 61 95 3 80 14 M16x36

F08 350 250 
h6 18 26 300 5 45 120 346 536 4 x 

18 60 73 114 3 100 64 18 M20x42

F09 450 350 
h6 20 30 400 5 141 400 612 8 x 

18 70 90 135 3 110 20 M20x42

F10 450 350 
h6 22 36 400 5 172 470 748 8 x 

18 90 112 172 5 140 95 25 M20x42

F11 552 450 
h6 20 40 500 5 137 498 784 8 x 

18 90 170 141 14 141 95 25 M24x50

F12 650 550 
h6 25 50 600 5 151 550 877 8 x 

22 110 210 160 25 160 116 28 M24x50

P
3

C4

t

 d

u

Output Shaft

o

L

L11

L12

i2

f1

1

 a
1

e1

s1

c1

m

K1

O7

v

Ø

Ø
 

Ø
 

Ø
 

F11 & F12

Please Note: The appearance of the F11 & F12 

DIMENSIONS
D (B5) FLANGE
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Column 9 Entry Column 11 Entry

C   with Metric Shaft

UNIT SIZE a1 b1 C4 e1 f1 
Male

F1 
Female K1 m o O7 P3 s1

Output Shaft
d i2 L L11 L12 t u v

F02 117 85 
j6 15 107 3 -

S
ee

 M
ot

or
is

ed
 o

r R
ed

uc
er

 D
im

en
si

on
 P

ag
es

- 150 224 4 - 
M8x12 - - - - - - - -

F03 122 85 
j6 16 107 3 - 50 171 273 4 - 

M8x12 25 55 47 3 40 28 8 M10x22

F04 122 85 
j6 16 107 3 - 60 171 273 4 - 

M8x12 30 65 56 3 50 33 8 M12x28

F05 145 105 
j6 16 125 3 - 30 70 206 318 6 - 

M10x17 35 75 66 3 60 38 10 M16x36

F06 181 130 
j6 16 150 4 - 0 81 231 365 8 - 

M10x20 40 87 76 3 70 43 12 M16x36

F07 181 130 
j6 20 150 4 - 0 101 282 442 8 - 

M10x20 50 108 95 3 80 14 M16x36

F08 227 150 26 195 - - 5 120 346 536 8 - 
M12x20 60 123 114 3 100 64 18 M20x42

F09 280 180 30 230 - - 6 0 141 400 612 6 - 
M16x27 70 146 135 3 110 20 M20x42

F10 310 210 36 280 - - 7 0 172 470 748 10 - 
M16x27 90 172 5 140 95 25 M20x42

F11 320 230   
J7 40 265 5 - 0 208 498 784 8 - 

M20x35 90 498 170 14 141 95 25 M24

F12 350 250
J7 50 300 5 - 253 550 877 8 - 

M20x35 110 550 210 25 160 116 28 M24

P3

C4

t

d

u
Output Shaft

o

L

L11 L12

s1

K1

O7

m

a1  
1

  e1

i2
f1

F02 to F07 Male Spigot
F08 F09 F10 Female Recess
F11 and F12 Male Spigot

v ØØ

Ø

F11 & F12

Please Note: The appearance of the F11 & F12 

DIMENSIONS
C (B14) FLANGE
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ASSEMBLY ONTO SHAFT - CUSTOMERS SHAFT DETAIL

Size d da I I1 I2 I3 I4 I5 m N R T u u1

F02 82 40 13 70 3 23 22 deep 15 Nm
21

F03 82 45 15 70 3 23 22 deep 15 Nm
26

F04 109 60 20 90 3 23 30 deep 20 Nm
30

F05 112 60 20 92 3 30 M16 x 2   
38 deep 45 Nm

35

F06 126 75 25 100 3 30 M16 x 2   
38 deep 45 Nm

35

F07 153 90 30 130 3 30 M16 x 2   
38 deep 45 Nm

F08 173 90 30 148 3 37 42 deep 85 Nm
53

F09 232 105 35 161 3 38 42 deep 85 Nm

F10 275 120 40 188 5 37 42 deep 85 Nm
71

F11 327 150 277 206 10 - M24 x 3   
50 deep 200 Nm

90

F12 327 150 277 228 10 - M24 x 3   
50 deep 200 Nm

90

T

u

I5

d d

l

I1I2

I3 I4

d

R

da

u1

Spacer Tu e
for use with
customer shaft
without shoulder
(not supplied

m

DIMENSIONS STANDARD 
BORE ASSEMBLY
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DISASSEMBLY METHOD FROM SHAFT

Size c4 c5 c6 c7 D d2 d3 d4 I2 m m1 t u
F02 5 3 15 17 25 10 16 120 3 28 8

F03 5 3 15 17 30 13 130 3 M16 x 2 33 8

F04 5 3 15 17 35 13 160 3 M16 x 2 38 10

F05 5 4 20 23 40 20 190 3 M24 x 3 43 12

F06 5 4 20 23 40 20 190 3 M24 x 3 43 12

F07 5 4 20 23 50 20 39 220 3 M24 x 3 14

F08 8 5 24 27 60 26 250 5 64 18

F09 8 6 24 27 70 26 310 5 20

F10 8 6 24 27 80 26 360 5 95 22

F11 - - - - - - - - - - - - -

F12 - - - - - - - - - - - - -

D
c5 c4

d3

I2
m

1 x 45

m
1

d2

t

u

d4

c6
c7

m
1

*

*

*
* Parts Supplied  Customer d3

DIMENSIONS STANDARD 
BORE DISASSEMBLY
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REDUCTIONS F0
22

2

F0
23

2

F0
32

2

F0
33

2

F0
34

2

F0
42

2

F0
43

2

F0
44

2

F0
52

2

F0
53

2

F0
54

2

REDUCER VERSION 13 14 20 21 30 21 22 31 31 31 44

M
O

TO
R

IS
E

D

63

12 13 19 20 29 19 20 29 27 28 40

17 18 24 25 34 24 25 34 32 33 45

71

11 12 19 20 29 19 20 29 27 28 39

18 19 26 27 36 26 27 36 34 35 46

12 13 19 20 29 19 20 29 27 28 39

22 23 29 30 39 29 30 39 37 38 49

80
B 12 13 19 20 29 19 20 29 27 28 39

23 24 30 31 40 30 31 40 38 39 50

90
S 12 13 20 21 30 20 21 30 28 29 40

26 27 34 35 44 34 35 44 42 43 54

90
L 12 13 20 21 30 20 21 30 28 29 40

28 29 36 37 46 36 37 46 44 45 56

10
0L 23 23 31

48 48 56

11
2M

23 23 31

54 54 62

13
2S 32

72

13
2M

32

120

16
0M

16
0L

18
0M

18
0L

20
0L

22
5S

22
5M

25
0M

28
0S

28
0M

SHIPPING SPECIFICATION
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REDUCTIONS F0
62

2

F0
63

2

F0
64

2

F0
72

2

F0
73

2

F0
74

2

F0
82

2

F0
83

2

F0
84

2

F0
92

1

F0
93

1

F0
94

1

REDUCER VERSION 45 45 56 70 77 117 115 121 134 171 180 218

7 7 7 11 11 11

13 13 13 15 15 15

M
O

TO
R

IS
E

D

63

42 43 54 74 133

47 48 59 79 138

71

42 43 54 74 133

49 50 61 81 140

42 43 54 63 68 74 114 116 133 174 184 218

52 53 64 73 78 84 124 126 143 184 194 228

80
B 42 43 54 63 68 74 114 116 133 174 184 218

53 54 65 74 79 85 125 127 144 185 195 229

90
S 42 43 55 64 69 75 114 116 134 174 184 218

56 57 69 78 83 89 128 130 148 188 198 232

90
L 42 43 55 64 69 75 114 116 134 174 184 218

58 59 71 80 85 91 130 132 150 190 200 234

10
0L 45 43 65 70 116 118 174 184 224

70 68 90 95 141 143 199 209 249

11
2M

45 46 65 70 116 118 174 184 224

76 77 96 101 147 149 205 211 255

13
2S 46 65 70 119 121 174 225

86 105 110 159 161 214 265

13
2M

46 65 70 119 121 174 225

134 153 158 207 209 262 313

16
0M

65 119 121 181 229

146 200 202 262 310

16
0L 65 119 121 181 229

168 222 224 284 332

18
0M

181

348

18
0L 181

362

20
0L 195

427

22
5S 195

482

22
5M

195

517

25
0M

28
0S

28
0M

SHIPPING SPECIFICATION
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REDUCTIONS F1
02

1

F1
03

1

F1
04

1

F1
12

1

F1
13

1

F1
22

1

F1
23

1

REDUCER VERSION 261 270 332

25 25 40 40

26 26 26 20 20 30 30

M
O

TO
R

IS
E

D

63
71

273 325

283 335

80
B 273 325

284 336

90
S 273 326

287 340

90
L 273 326

289 342

10
0L 254 273 328 320

279 298 353 345

11
2M

254 273 328 320

285 304 359 351

13
2S 254 273 332 320 506

294 313 372 360 546

13
2M

254 273 332 320 506

342 361 420 408 594

16
0M

263 280 333 345 332 500 495

344 361 414 426 413 581 576

16
0L 263 280 333 645 332 500 495

366 383 436 448 435 603 598

18
0M

263 280 345 332 500 495

430 447 512 499 667 662

18
0L 263 280 345 332 500 495

444 461 526 499 681 676

20
0L 263 281 345 500 506

495 513 577 732 738

22
5S 277 295 359 514 509

564 582 646 801 796

22
5M

277 295 359 514 509

599 617 681 836 831

25
0M

375 530

825 980

28
0S 530

1090

28
0M

530

1130

SHIPPING SPECIFICATION
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IMPORTANT
Product Safety Information
General must

proper precautions must

Potential Hazards - these are not

o

PRODUCT SAFETY
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NOTES



CONTACT US

www.benzlers.com

www.radicon.com

AUSTRALIA

Radicon Transmission 
(Australia) PTY Ltd 

Australia
Tel:  +61 488 054 028

EUROPE

Benzler TBA BV
Jachthavenweg 2 
NL-5928 NT Venlo 

Austria
Tel:  +43 7 229 618 91
Fax:  +43 7 229 618 84
  
Germany
Tel:  0800 350 40 00
Fax:  0800 350 40 01

Italy
Tel: +39 02 824 3511

Netherlands & the rest of Europe
Tel:  +31 77 324 59 00
Fax:  +31 77 324 59 01

DENMARK

Benzler Transmission A/S
Dalager 1
DK-2605 Brøndby, 
Denmark

Tel: +45 36 34 03 00
Fax: +45 36 77 02 42 

FINLAND

Oy Benzler AB
Vanha Talvitie 3C
FI-00580 Helsingfors, 
Finland

Tel: +358 9 340 1716
Fax: +358 10 296 2072

INDIA

Elecon. Engineering 
Company Ltd.
Anand Sojitra Road
Vallabh Vidyanagar
388120 Gujarat
India

Tel:  +91 2692 236513
Fax:  +91 2692 227484

SWEDEN & NORWAY

AB Benzlers
Porfyrgatan
254 68 Helsingborg
Sweden

Tel: +46 42 18 68 00
Fax: +46 42 21 88 03

THAILAND

Radicon Transmission 
(Thailand) Ltd
700/43 Moo 6
Amata Nakorn Industrial Estate
Tumbol Klongtumru
Muang, 
Chonburi 
20000
Thailand

Tel: +66 3845 9044
Fax: +66 3821 3655

UNITED KINGDOM

Radicon Transmission UK Ltd
Unit J3
Lowfields Business Park, 
Lowfields Way, Elland
West Yorkshire, HX5 9DA

Tel:      +44 (0) 1484 465 800 
Fax:     +44 (0) 1484 465 801 

USA

Radicon USA Transmission Ltd
1599 Lunt Avenue 
Elk Grove Village
Chicago
Illinois
60007
USA

Tel: +1 847 593 9910
Fax: +1 847 593 9950
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